
Air-Moving Solutions for 
Refrigeration



1000+
CUSTOMERS

Numbers are for FY 2026 and are subject to change

15million

sq ft.

MOTORS/YEAR

20+
COUNTRIES

EXPORT TO

250k
PRODUCTION AREA

200+
POINT OF SALES

 



Founded in 1988, Hicool designs and manufactures precision air-moving and thermal management solutions 
for applications where performance, reliability, and efficiency are critical.

We serve diverse industries including HVAC, refrigeration, telecom, equipment cooling, control cabinets, railways, 
and medical equipment. In many of these mission-critical applications, our products play a vital role in maintaining 
stable operating temperatures and protecting systems that run continuously under demanding conditions.

As a vertically integrated manufacturer, Hicool brings together motors, fans, and complete air-movement solutions under one roof. 
This end-to-end control enables consistent quality, long product life, and reliable performance.

Our engineering teams work closely with customers to address real-world challenges such as high heat density, limited space, 
noise optimisation, and energy efficiency. The result is precise, application-specific, and cost-effective solutions.

With modern manufacturing facilities and high-volume production capability, Hicool supports both standard and customised 
requirements at scale.

Today, Hicool products are trusted in over 20 countries, carrying forward our legacy of engineering excellence and 
purpose-driven performance.

Performance with Purpose

APR 2025-APR 2026
INDIA
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C E R T I F I C A T E  O F  C O M P L I A N C E  
  

Certificate Number 20170210-E235304 
Report Reference E235304-20030910 

Issue Date 2017-FEBRUARY-10 
 
 

 
Bruce Mahrenholz, Director North American Certification Program 
 
UL LLC 
 
Any information and documentation involving UL Mark services are provided on behalf of UL LLC (UL) or any authorized licensee of UL. For questions, please 
contact a local UL Customer Service Representative at http://ul.com/aboutul/locations/  
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Issued to: HICOOL ELECTRONIC INDUSTRIES 
A-104 
TTC INDUSTRIAL AREA 
MIDC KHAIRNE 
NEW BOMBAY MH 400710 INDIA 

  

This is to certify that
representative samples of

 COMPONENT - FANS, ELECTRIC 
SEE ADDENDUM PAGE 

  
 Have been investigated by UL in accordance with the 

Standard(s) indicated on this Certificate.  
  

Standard(s) for Safety: UL 507, Standard for Safety for Electric Fans  
CSA C22.2 NO.113-15, Standard for Fans and Ventilators  

Additional Information: See the UL Online Certifications Directory at  
www.ul.com/database for additional information 

 
 

Only those products bearing the UL Certification Mark should be considered as being covered by UL's 
Certification and Follow-Up Service. 
 
The UL Recognized Component Mark generally consists of the manufacturer s identification and catalog 
number, model number or other product designation as specified under “Marking” for the particular 
Recognition as published in the appropriate UL Directory.  As a supplementary means of identifying products 
that have been produced under UL s Component Recognition Program, UL s Recognized Component Mark: 

, may be used in conjunction with the required Recognized Marks.  The Recognized Component Mark is 
required when specified in the UL Directory preceding the recognitions or under “Markings” for the individual 
recognitions. 
 
Recognized components are incomplete in certain constructional features or restricted in performance 
capabilities and are intended for use as components of complete equipment submitted for investigation rather 
than for direct separate installation in the field.  The final acceptance of the component is dependent upon its 
installation and use in complete equipment submitted to UL LLC. 
 
Look for the UL Certification Mark on the product. 
 

 

C E R T I F I C A T E  O F  C O M P L I A N C E  
  

Certificate Number 20170719-E235304 
Report Reference E235304-20030908 

Issue Date 2017-JULY-19 
 
 

 
Bruce Mahrenholz, Director North American Certification Program 
 
UL LLC 
 
Any information and documentation involving UL Mark services are provided on behalf of UL LLC (UL) or any authorized licensee of UL. For questions, please 
contact a local UL Customer Service Representative at http://ul.com/aboutul/locations/  
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Issued to: HICOOL ELECTRONIC INDUSTRIES 
A-104 
TTC INDUSTRIAL AREA 
MIDC KHAIRNE 
NEW BOMBAY MH 400710 INDIA 

  

This is to certify that
representative samples of

 COMPONENT - FANS, ELECTRIC 
See Addendum 

  
 Have been investigated by UL in accordance with the 

Standard(s) indicated on this Certificate.  
  

Standard(s) for Safety: UL 507, Electric Fans 
CSA C22.2, No. 113-10, Fans and ventilators 

Additional Information: See the UL Online Certifications Directory at  
www.ul.com/database for additional information 

 
 

Only those products bearing the UL Certification Mark should be considered as being covered by UL's 
Certification and Follow-Up Service. 
 
The UL Recognized Component Mark generally consists of the manufacturer s identification and catalog 
number, model number or other product designation as specified under “Marking” for the particular 
Recognition as published in the appropriate UL Directory.  As a supplementary means of identifying products 
that have been produced under UL s Component Recognition Program, UL s Recognized Component Mark: 

, may be used in conjunction with the required Recognized Marks.  The Recognized Component Mark is 
required when specified in the UL Directory preceding the recognitions or under “Markings” for the individual 
recognitions. 
 
Recognized components are incomplete in certain constructional features or restricted in performance 
capabilities and are intended for use as components of complete equipment submitted for investigation rather 
than for direct separate installation in the field.  The final acceptance of the component is dependent upon its 
installation and use in complete equipment submitted to UL LLC. 
 
Look for the UL Certification Mark on the product. 
 

Note: 
   Certifications may vary by product.   
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What is Ingress Protection
Ingress protection ratings or IP ratings, refer to the level of protection offered by an electrical enclosure, against solids and liquids.

SOLIDS WATER

Protected against a 
solid object greater than 
50mm such as hand

Protected against verti-
cally falling drop of water. 
Limited ingress permit-
ted. Duration 10 minutes

Protected against a 
solid object greater than 

Protected against 
vertically falling drops 
of water with Fan tilted 
up to 15 degrees from 
the vertical. Duration 10 
minutes, shall have no 
harmful effect.

Protected against a 
solid object greater than 
2.5mm such as a screw-
driver

Protected against sprays 
of water up to 60 degrees 
from the vertical. Duration 
5 minutes, shall have no 
harmful effect. 

Protected against a solid 
object greater than 1mm 
such as a wire

Protected against water 
splashed from all direc-
tions. Duration 5 minutes, 
shall have no harmful 
effect.

Dust protected, limited 
ingress of duct permitted. 
Will not interfere with op-
eration of the equipment. 
Two to eight hours

Protected against jets 
of water. Duration 3 
minutes, shall have no 
harmful effect.

Dust tight, no ingress of 
dust. Two to eight hours

Water projected from 
powerful source shall not 
enter the enclosure in 
harmful effect.

Protection against the 
effects of immersion in 
water between 15cm and 
1 meter for 30 minutes

Protection against the 
effects of immersion in 
water under pressure for 
long periods

IP Ratings Explained

E.g. IP 
objects and the second number (4), against water

1 1

2 2

3 3

4 4

4

5

4

5

6 6

7

8
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Compact Fans - AC
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Model Bearing Voltage
(VAC)

Frequency
(Hz)

Current
(A)

Speed
(RPM)

Power
(W)

Air Flow
(CFM)

Static
Pressure
(mm H2O)

Noise
(dBA)

Wt.
kg

Ball 115 29/34

29/34

128A115HBAC 2300/2800

2300/2800

2300/2800

2300/2800

14/12

14/12

21/25

21/25

4/4.8

4/4.8

(Pack size: 50 No’s)

50/60

50/60

0.210/0.180

0.210/0.180Sleeve 115 128A115HSAC

Ball 230 128A230HBAC 50/60

50/60

0.070/0.060

0.070/0.060Sleeve 230 128A230HSAC

Compact Fans - AC

80X80X25mm

92X92X25mm

120X120X38mm

 Ask for Low Noise versions

14/12

14/12

21/25

21/25

4/4.8

4/4.8

29/34

29/34

Ball 115 36/38

36/38

159A115HBAC 2300/2800

2300/2800

2300/2800

2300/2800

14/14

14/14

36/42

36/42

5/6

5/6

(Pack size: 50 No’s)

50/60

50/60

0.210/0.180

0.210/0.180Sleeve 115 159A115HSAC

Ball 230 159A230HBAC 50/60

50/60

0.070/0.060

0.070/0.060Sleeve 230 159A230HSAC

14/12

14/12

36/42

36/42

5/6

5/6

36/38

36/38

Ball 24 43/46

43/46

2012A24HBAC 2650/2800

2650/2800

2650/2800

2650/2800

18/17

18/17

95/102

95/102

8.4/9.4

8.4/9.4

(Pack size: 40 No’s)

50/60

50/60

1/0.9

1/0.9Sleeve 24 2012A24HSAC

Ball 115 2012A115HBAC 50/60

50/60

0.170/0.145

0.170/0.145Sleeve 115 2012A115HSAC

14/12

14/12

43/46

2650/2800Ball 230 2012A230HBAC 50/60 0.100/0.090 18/17 43/46

43/46

95/102

95/102

95/102

8.4/9.4

8.4/9.4

8.4/9.4

Note: 
   Weight mentioned is for the pack size. 

www.hicoolfans.com 7
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Model Bearing Voltage
(VAC)

Frequency
(Hz)

Current
(A)

Speed
(RPM)

Power
(W)

Air Flow
(CFM)

Static
Pressure
(mm H2O)

Noise
(dBA)

Wt.
kg

230 43/46

43/46

2012A230HSAC 2650/2800

2650/2800

2650/2800

18/17

20/20

95/102

95/102

8.4/9.4

8.4/9.4

50/60

50/60

Sleeve

415 2012A415HBAC Ball

415 2012A415HSAC 50/60

0.100/0.090

0.070/0.060

0.070/0.060 20/20 43/4695/102 8.4/9.4

Compact Fans - AC

 Ask for Low Noise versions
   17A and 22A models available in square and round casings

172 x151x51mm & 172x172x55mm

X60mm & 220X220X60mm

Sleeve

115 52/55

52/55

2017A115HBAC 2600/2750

2600/2750

2600/2750

41/38

41/38

190/235

190/235

16/21

16/21

50/60

50/60115 2017A115HSAC

Ball

230 2017A230HBAC 50/60

0.450/0.450

0.450/0.450

0.250/0.245 38/37 52/55190/235 16/21

Sleeve

52/552600/2750

2600/2750

38/37 190/235 16/2150/60230 2017A230HSAC

Ball

415 2017A415HBAC 50/60

0.250/0.245

0.125/0.125 38/38 52/55190/235 16/21

Sleeve

52/552600/2750 38/38 190/235 16/2150/60415 2017A415HSAC

Ball

0.125/0.125

(Pack size: 20 No’s)

220

115 56

56

1622A115HBAC 2300

2300

2600

50

50

360

360

23

23

50

50115 1622A115HSAC

Ball

115 1622A115HBAC-X 50

0.640

0.640

0.650 55 56430 28

Sleeve

Ball

(Pack size: 10 No’s)

Sleeve

Note: 
   Weight mentioned is for the pack size. 

www.hicoolfans.com8
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Model Bearing Voltage
(VAC)

Frequency
(Hz)

Current
(A)

Speed
(RPM)

Power
(W)

Air Flow
(CFM)

Static
Pressure
(mm H2O)

Noise
(dBA)

Wt.
kg

115 56

56

1622A115HBAC-X-6H 2600

2300

2300

55

50

430

360

28

23

60

50230 1622A230HBAC

Ball

230 1622A230HSAC 50

0.700

0.320

0.320 50 56360 23Sleeve

Ball

562600

2700

55 430 2850230 1622A230HSAC-X

230 1622A230HSAC-X-6H 60

0.320

0.400 60 57450 29Sleeve

Sleeve

562600

2700

55 430 2850230 1622A230HBAC-X

230 1622A230HBAC-X-6H 60

0.320

0.400 60 57450 29Ball

Ball

562300

2300

50 360 2350415 1622A415HBAC

415 1622A415HSAC 50

0.200

0.200 50 56360 23Sleeve

Ball

562600

2600

50 430 2850415 1622A415HSAC-X

415 1622A415HBAC-X 50

0.160

0.160 50 56430 28

Sleeve

Ball

Compact Fans - AC

 Ask for Low Noise versions
  17A and 22A models available in square and round casings

Note: 
   Weight mentioned is for the pack size. 
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Compact Fans - EC
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Model Bearing Voltage
(VAC)

Frequency
(Hz)

Current
(A)

Speed
(RPM)

Power
(W)

Air Flow
(CFM)

Static
Pressure
(mm H2O)

Noise
(dBA)

Wt.
kg

Ball 115

115

43

Sleeve

Sleeve

Sleeve

43

Ball 230 43

230 43

11

11

11

11

14

12P115HBEC 2600 5.5 95 7

12P115HSEC 2600 5.5 95 7

12P230HBEC 2600 5.5 95 7

Ball 230 1112P230HBEC-1X 2900 105 7

12P230HSEC 2600 5.5

5.5

5.5

95 7

(Pack size: 40 No’s)120X120X38mm

50/60

50/60

50/60

50/60

50/60

0.05

0.05

0.04

0.04

Ball 115

115

52

Sleeve

Sleeve

52

Ball 230 56.3

230 56.3

20

20

20

20

17A115HBEC 2600 12 190 16

17A115HSEC 2600 12 190 16

17A230HBEC 2600 12 190 11.21

17A230HSEC 2600 12 190 11.21

(Pack size: 20 No’s)

50/60

50/60

50/60

50/60

0.14

0.14

0.150

230 59.917A230BEC-X 3250 16 210 17.7350/60 0.250

0.150

0.05

Ball 230 64 11B12038230H 4500 30 243 29.250/60 0.250

230 1112P230HSEC-1X 2900 105 750/60 0.05

172X151X51mm

Ball 115

230

56

Ball 56

16

16

22A115HBEC

Note: 
   17A and 22A fan models are non-standard and custom-made to order. 

2500 22 405 24

22A230HBEC 2500 22 405 24

(Pack size: 10 No’s)

50/60

50/60

0.22

0.17

220X60mm

Compact Fans - EC

43

43

Weight mentioned is for the pack size. 

Ball 20

www.hicoolfans.com 11
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Compact Fans - All Metal
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Ball 48 1100 2850 52.8 647 25 67 20225A48HBDC - M

120 x 120 x 38 mm - Metal

172 x 150 x 55 mm - Metal

225 x 225 x 80 mm - Metal

280 x 280 x 80 mm - Metal

Also available 115VAC & 415VAC

225 x 225 x 80 mm - Metal

280 x 280 x 80 mm - Metal

AC Axial

DC Brushless

Compact Fans - All Metal

Model Bearing Voltage
(VAC)

Frequency
(Hz)

Current
(mA)

Speed
(RPM)

Power
(W)

Air Flow
(CFM)

Static
Pressure
(mm H2O)

Noise
(dBA)

Wt.
kg

Ball 230 42/46 1212A230HBAC-M 2700/3100 17/15 95/107 8.4/9.4

(Pack size: 20 No’s)

50/60 100/90

Ball 230 49/53 1217A230HBAC-M 2800/3250 42/42 195/230 14/16

(Pack size: 10 No’s)

50/60 250/230

Ball 230 59/61 20225A230HBAC-M 2500/2800 65/70 530/600 17/14

(Pack size: 8 No’s)

50/60 300/325

Ball 230 60 20225A230HBAC-M-J 2750 82 600 18.750 420

Ball 230 68/70 21280A230HBAC-M 2500/2700 119/130 1090/1130 16.5/20

(Pack size: 6 No’s)

(Pack size: 6 No’s)

Ball 48 1900 2700 91.2 1130 22 69 21280A48HBDC - M

(Pack size: 6 No’s)

50/60 590/820

Model Bearing Voltage
(VDC)

Current
(mA)

Speed
(RPM)

Power
(W)

Air Flow
(CFM)

Static
Pressure
(mm H2O)

Noise
(dBA)

Wt.
kg

Note: 
   Weight mentioned is for the pack size. 

www.hicoolfans.com 13

(Pack size: 20 Nos.)

(Pack size: 10 Nos.)

(Pack size: 8 Nos.)

(Pack size: 6 Nos.)

(Pack size: 6 Nos.)

(Pack size: 6 Nos.)



Large Axial Fans

www.hicoolfans.com14



Large Axial Fans

Model Size in 
inch

Poles Phase Voltage 
(VAC)

Current
(A)

Power
(W)

Speed
(RPM)

Airflow
(M3/hr)

Airflow
(CFM)

Noise
dBA

Capacitor 
µf

wt
Kg

2E-200 8 2 Single 230 0.30 65 2400 850 500 55 2 2.5

4E-200 8 4 Single 230 0.21 45 1450 450 265 46 1.5 2.5

4D-200 8 4 Three 415 0.12 35 1450 450 265 46 - 2.5

2D-200 8 2 Three 415 0.22 80 2400 850 500 55 - 2.5

2E-250 10 2 Single 230 0.55 115 2400 1730 1018 65 3/3.15 3.0

4E-250 10 4 Single 230 0.30 60 1400 950 559 53 2 3.0

4D-250 10 4 Three 415 0.25 60 1400 950 559 53 - 3.0

2D-250 10 2 Three 415 0.25 115 2400 1730 1018 65 - 3.0

2E-300 12 2 Single 230 0.65 145 2300 2300 1354 65 4 3.3

4E-300 12 4 Single 230 0.42 85 1380 1850 1089 54 3/3.15 3.3

4D-300 12 4 Three 415 0.22 80 1380 1850 1089 54 - 3.3

2D-300 12 2 Three 415 0.35 145 2300 2300 1354 65 - 3.3

4E-350 14 4 Single 230 0.65 140 1380 2600 1530 58 4 4.9

4D-350 14 4 Three 415 0.38 140 1380 2600 1530 58 - 4.9

4E-400 16 4 Single 230 0.82 180 1380 4000 2354 65 6 5.6

6E-400 16 6 Single 230 0.52 108 920 3300 1942 59 3 5.6

4D-400 16 4 Three 415 0.47 180 1380 4000 2354 65 - 5.6

Multiple frequency and voltage range options available
 Also available in 6 pole motors
Specific models are available in plastic impeller

Note: 
   All models available in Suction (S) and Blowing (B)

www.hicoolfans.com 15



Model Size in 
inch

Poles Phase Voltage 
(VAC)

Current
(A)

Power
(W)

Speed
(RPM)

Airflow
(M3/hr)

Airflow
(CFM)

Noise
dBA

Capacitor 
µf

wt
Kg

4E-450 18 4 Single 230 1.2 250 1380 5500 3237 66 8 7.2

6E-450 18 6 Single 230 0.70 120 920 3780 2223 61 4 7.2

4D-450 18 4 Three 415 0.6 250 1380 5500 3237 66 - 7.2

4E-500 20 4 Single 230 1.75 380 1320 7200 4237 71 10 9.0

6E-500 20 6 Single 230 1.00 180 950 5720 3366 66 8 9.0

4D-500 20 4 Three 415 1.20 450 1410 7400 4355 71 - 9.0

4E-550 22 4 Single 230 2.55 600 1300 8500 5002 72 12 11.0

4D-550 22 4 Three 415 1.15 500 1400 8900 5238 72 - 11.0

4E-600 24 4 Single 230 3.2 700 1360 10040 5909 74 16 14.0

4D-600 24 4 Three 415 1.60 765 1370 11000 6478 74 - 14.0

6D-600 24 6 Three 415 1.6 520 950 9885 5818 70 - 14.0

4D-630 25 4 Three 415 1.6 815 1320 12420 7310 75 - 15.0

6D-630 25 6 Three 415 1.6 550 900 11785 6936 71 - 15.0

6D-710 28 6 Three 1.9 900 900 15120 8899 73 - 30.0

6D-710 28 6 Three Y415 1.15 650 730 13050 7681 72 - 30.0

6D-800 32 6 Three 2.85 1200 920 20695 12181 75 - 35.0

6D-800 32 6 Three Y415 1.65 930 770 17635 10380 74 - 35.0

 Note: 

www.hicoolfans.com16

Multiple frequency and voltage range options available
 Also available in 6 pole motors
Specific models are available in plastic impeller

   All models available in Suction (S) and Blowing (B)

Large Axial Fans



Size A B C D E F G

200 60 66 4 92 200 265 8.5
250 60 76 4 92 250 325 8.5

8.5300 60 86 4 92 300 365
350 60 109 5 102 350 422 10
400 60 122 5 102 400 470 10
450 60 135 5 102 450 522 10
500 60 133 6 137 500 570 11.5
550 60 143 6 137 550 625 11.5

Size A B C D E F G H I J

200 66 45 - 4 92 200 220 60 265 8
250 76 55 - 4 92 250 275 60 325 8
300 86 85 30 4 92 300 320 60 375
350 104 85 30 5 102 350 370 60 422 9.5

8.5

400 117 90 30 5 102 400 420 60 470 9.5
450 130 90 30 6 102 450 470 60 525 9.5
500 129 90 30 6 137 500 520 60 570 10.5
550 144 100 30 6 137 550 570 60 622 10.5
600 164 100 30 7.5 137 600 620 60 680 10.5
630 164 100 30 7.5 137 630 650 60 750 10.5
710 191 175 55 10 180 703 770 60 840 11.5
800 191          175 55 10      180      784      857       60     920     14.0

Dimensions (mm)

Dimensions (mm)

Basket Grill

Flat Grill

Ø
F

Ø
EØ
D

BA

ØF

Ø C

G

www.hicoolfans.com 17
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Backward Curved Fans
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Model Size
mm

Phase Voltage
(VAC)

Frequency
(Hz)

Current
(A)

Power
(W)

Speed
(RPM)

Airflow
(M³/hr)

Noise
dBA

Cap
µf/450V

wt
 Kg

BCF-175 Single 11

Single

Single

Single

Single

Single

Single 77

Single 1

15

1

Backward Curved Fans

Dimensions (mm)
Model A B C D E F

BCF-175 175

155

Pack
Size

Note: 
   Few sizes available in 3 Phase. 

4-M4

Ø58.5

B

C

E
Ø

A
Ø

F

D
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Q Motors

Model Poles Voltage
(VAC)

Frequency
(Hz)

Current Input Watt Output 
Watt

Speed 
(RPM)

Recommended
Fan Blade

Pack
Size

Rotation

83 A 230 SAC-05 4 230 50 0.20 30 5 1300 200/28° CCW

83 A 230 SAC-07 4 230 50 0.25 32 7 1300 230/28° CCW

83 A 230 SAC-10 4 230 50 0.30 38 10 1300 230/28° CCW

83 A 230 SAC-16 4 230 50 0.42 65 16 1300 254/28° CCW

83 A 230 SAC-25 4 230 50 0.70 90 25 1300 300/28° CCW

83 A 230 SAC-34 4 230 50 0.85 110

20

20

20

20

10

10

20

24

24

24

24

22

34 1300 300/28° CCW

Dimensions (mm)
Model A B C D E

83 A 230 SAC-05 13 18 47 79 -
83 A 230 SAC-07 19 13 41 79 -
83 A 230 SAC-10 19 18 47 86 -
83 A 230 SAC-16 25 18 47 92 -
83 A 230 SAC-25 40 22 53 109 31
83 A 230 SAC-34 45 28 56 121 36

Wt.
kg

Note: 
   Weight mentioned is for the pack size. 

(D) ±3

(A)±0.5 23±0.6

(C)±2

17±1

26±0.5

67±0.5

83±1

Ø71.4±0.3

51±1

11±2

Ø25.4 ±0.3

Ø3.4
-0.4
+0.0

SUCTION

Ø20±1

1.5±0.1Thk

M4 12±1
Ø4.3±0.2

 GRADE 8.8

PVC Cable wire
3x0.5      mm   
 RED 
 BLACK 
 YELLOW / GREEN

2+0.00
-0.08

CCW

HICOOL

(E)±2

60±10

50
0±

50

Nyloc Nut

(B)±2 

Note: 
    Also available in Ball Bearing. 
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EC Q Motors
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EC Q Motors

Model Voltage
(VAC)

Frequency
(Hz) (A)

Current Input
Power (W)

Output
Power (W)

Speed 
(RPM)

Recommended
Fan Blade

PackNoise
(dBA) Size

Rotation

ECQMB01V1S1

ECQMB01V1S1

ECQMB01V1S1

ECQMB01V1S1

230 50/60

50/60

50/60

50/60

0.07 7 4 1300 200/28° CCW

230 0.09 9 6 1300 200/34° CCW

230 0.12 12 8 1300 230/28° CCW

230 0.15 15 10 1300 254/28° CCW

20

20

20

20

48

48

50

55

20

20

20

20

Wt.
kg

Note: 
   Weight mentioned is for the pack size. 

Rotation 
CCW

 6
7 

±1
 

 67 ±1 

 26 

 05.7 

 18 
 90 ±1 

 02.11 

 66 ±2 

 1± 25 

 109 

 
3.

2 
±0

.2
 

 2
5.

1 
±0

.5
 

 62 ±1 

 41 ±1 

 26 ±1 

 8 ±1 

 20 ±1 

1#

2#

 L 

 L1 

 4#  4 x 90° 

 3x120° 

 72.1 

3XM4 press-in insert 
max depth 5.5 mm

2#

 21 

 4.2 

 6 

B

B  1.3 

 1.1 
 3.6 

SECTION B-B

 3.6 

 M4X14 
3#

 7 
 
-
0.0
0.2 

 9.5 

1# Fastening bolt
2# Bracket bolts
3# Cover plate bolts
4# Insert

Fixed Blade Fitting
Blade cover Flange Bolts

ECQMB01V1S3

ECQMB01V1S4

50/60

50/60

230 0.25 15 10 1500/1000

1550/1350

230/28° CCW

230 0.25 15 10 200/28° CCW

20

20

50

55

20

20

www.hicoolfans.com 23

Dimensions (mm)
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Accessories
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A

Q M

ccessories
Compact Fan Accessories

Q Motors Accessories

Aluminium Blades(sucking & blowing) available in 
dia 154,172,200,230,254&300mm.Pitch available from 190 upto 340

Bracket Basket Grill

Plastic Finger Guards

Metal Finger Guards - Chrome & Powder Coated
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DC Compact Axial Fans
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DC Compact Axial Fans

Additional Features - Fan Failure Alarm Alarm Signal For Speed Monitoring PWM  Higher Air Flow  Non-standard voltages 

Note: 
   Weight mentioned is for the pack size. 

All dimensions in mm

700 ± 20

4

14

13

ROTATION 

ROTATION 

AIR FLOW 

Lead Wire :   UL 1007 AWG 26 

170 ± 3

Heat Srinkable Sleeve 
GSHS-1635F - or Equivalent Tube   

Model Bearing Voltage
(VDC)

Current
(A)

Speed
(RPM)

Power
(W)

Air Flow
(CFM)

Static
Pressure
(mm H2O)

Noise
(dBA)

Wt.
kg

92X92X32mm 

H92B112S1 12 0.12 2800 1.44 38 3.26 27

H92B112S2 Sleeve

Sleeve

12 0.12 3350 1.50 40 5.35 38

H92B124S2 Vapo 24 0.07 3350 1.68 45 5.35 38

5

5

5

(Pack size: 40 No’s)

www.hicoolfans.com 27

(Pack size: 40 Nos.)
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Ventilation Fans
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Model Size in 
inch

Poles Phase Voltage
(VAC)

Current
(A)

Power
(W)

Speed
(RPM)

Airflow
(M³/hr)

Airflow
(CFM)

Noise
(dBA)

Capacitor
(µF)

wt 
(Kg)

HV2E200SSFPF 8 2 Single 230 0.3 65 2400 850 500 55 2 3

HV4E200SSFPF 8 4 Single 230 0.21 45 1450 450 265 46 1.5 3

HV2E250SSFPF 10 2 Single 230 0.55 115 2400 1730 1018 65 3/3.15 4

HV4E250SSFPF 10 4 Single 230 0.3 60 1400 950 559 53 2 4

HV2E300SSFPF 12 2 Single 230 0.66 145 2300 2300 1354 65 4 5

HV4E300SSFPF 12 4 Single 230 0.42 85 1380 1850 1089 54 3/3.15 5

HV4E350SSFPF 14 4 Single 230 0.65 140 1380 2600 1530 58 4 7

HV4D350SSFPF 14 4 Three 415 0.38 140 1380 2600 1530 58 -- 7

HV4E400SSFPF 16 4 Single 230 0.82 180 1380 4000 2354 65 6 9

HV4D400SSFPF 16 4 Three 415 0.47 180 1380 4000 2354 65 -- 9

HV4E450SSFPF 18 4 Single 230 1.2 250 1380 5500 3237 66 8 10

HV4D450SSFPF 18 4 Three 415 0.6 250 1380 5500 3237 66 -- 10

HV4E500SSFPF 20 4 Single 230 1.75 380 1320 7200 4237 71 10 15

HV4D500SSFPF 20 4 Three 415 1.2 450 1410 7400 4355 71 -- 15

HV4E550SSFPF 22 4 Single 230 2.55 600 1300 8500 5002 72 12 18

HV4D550SSFPF 22 4 Three 415 1.15 500 1400 8900 5238 72 -- 18

HV4E600SSFPF 24 4 Single 230 3.2 700 1360 10040 5909 74 16 22

HV4D600SSFPF 24 4 Three 415 1.60 765 1370 11000 6478 74 -- 22

HV4E630SSFPF 25 4 Single 230 3.5 750 1360 11785 6936 75 16 26

HV4D630SSFPF 25 4 Three 415 1.6 815 1320 12420 7310 75 -- 26

Propeller Fans

Multiple frequency and voltage range options available
 Also available in 6 pole motors

Note: 
   All models available in Suction (S) and Blow (B)
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Tube Axial Fans
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T

-

T
-
-

Tube Axial Fans

Model Size in 
inch

Poles Phase Voltage 
(VAC)

CurrentFrequency
(A)

Power
(W)

Speed
(RPM)

Airflow
(M3/hr)

Airflow
(CFM)

Noise
dBA

Capacitor 
µf

2E-300 12 2

2

4

4

4

4

4

4

6

4

4

6

6

6

6

4

4

Single 230 0.65 145 2300 2300 1354 65 4

3

2D-300 12 Three 415 0.35 145 2300 2300 1354 65

4E-300 12 Single 230 0.42/0.50

0.65/0.76

0.38/0.50

0.82/0.92

1.2/1.23

0.6/0.75

0.47/0.50

85/115 1380/1550

1380/1550

1380/1520

1380/1520

1380/1580

1380/1580

1380/1550

1850/2100 1089/1240 54/56

4D-300 12 Three 415 0.22 75 1380 1850 1089 54

4E-350 14 Single 230 140/170 2600/2900 58 4

4D-350 14 Three 415 140/170 2600/2900

4000/4400

4000/4400

5500/6300

5500/6300

58 -

6

-

4E-400 16 Single 230 180/207

250/285

250/285

65

4D-400 16 Three 415 180/207 65

6E-400 16 Single 230 0.52 108 920 3300 1942 59 4

4E-450 18 Single 230 3237/3708 66 8

4D-450 18 Three 415 3237/3708

2354/2590

1530/1710

1530/1710

2354/2590

66 -

-

-

6E-450 18 Single 230 0.75 138 920 3780 2223 61

6D-450 18 Three 415 0.4 138 920 3780 2223 61

4

4E-500 20 Single 230 1.75 380 1320 7200 4237 71 10

-

4D-500 20 Three 415 1.2 450 1410 7400 4355 71 -

6E-500 20 Single 230 0.7 180 950 5720 3366 66 8

6D-500 20 Three 415

50

50

50/60

50/60

50/60

50/60

50/60

50/60

50/60

50

50

50

50

50

50

50

50 0.51 195 910 5840 3437 66 -
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Model Size in 
inch

Poles Phase Voltage 
(VAC)

CurrentFrequency
(A)

Power
(W)

Speed
(RPM)

Airflow
(M3/hr)

Airflow
(CFM)

Noise
dBA

Capacitor 
µf

4E-600 24 4

4

6

4

4

6

6

Single 230 3.2 700 1360 10040 5909 74 16

16

-

4D-600 24 Three 415 1.6 765 1370 11000 6478 74

6D-600 24 Three 415 1.46

1.6

1.8

1.6

520 950 9285 6054 70

4E-630 25 Single 230 3.2 750 1360

1320

900

900

11435 6730 75

4D-630 25 Three 415 815 12420 75

6E-630 25 Single 230 380 10515

11785

71

-

12

6D-630 25 Three 415 550 716936

6188

7310

-

-

50

50

50

50

50

50

50

Tube Axial Fans
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Centrifugal Blowers
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Centrifugal Blowers 
Single Inlet

Model Size
mm

Phase Voltage
(VAC)

Frequency
(Hz)

Current
(A)

Power
(W)

Speed
(RPM)

Airflow
(M³/hr)

Noise
(dBA)

Cap
µf/450V

Pack
Size

CFB 2E-150S Ø150X65 Single 230 50 1.0 220 2300 475 60 4 6

CFB 2E-160S Single 230 50 1.3 230 600 73 6 6

CFB 2E-120S Single 230 50/60 0.37/0.42 81/95 2180/2210 280/290 70/68 2 6

CFB 4E-150S Ø150X65 Single 230 50 0.42 85 1400 300 54 3 6

CFB 2E-146D Ø146X220 Single 230 50/60 1.30/1.45 300/330 2000/2550 950/1050 664/66 1

Model Size
mm

Phase Voltage
(VAC)

Frequency
(Hz)

Current
(A)

Power
(W)

Speed
(RPM)

Airflow
(M³/hr)

Noise
(dBA)

Cap
µf/450V

Pack
Size

CFB 2E-133D Ø133X180 Single 230 50 0.85 190 1500 680 60 4 1

Centrifugal Blowers
Dual Inlet

2100

Ø135X66

Ø161X61.8

www.hicoolfans.com34



Dimensions (mm)
Model A B C D E F n- G H I J K L M

CFB2E-133D 254 238 212 92 108 67 217 1000

350

174 90 180 80

CFB2E-146D 270 254 230 126 142 100 232 210 106 220 96

Centrifugal Blowers - Single Inlet

Dimensions (mm)
Model A B C D E F n- G H I J K L M

CFB2E-150S
CFB4E-150S 102 90 72 120 140 92 77 1000 230 105 245 107

CFB2E-120S 115 100 79 108 68 82 188 90 190 101

CFB2E-160S 137 120 102 110 94 107 1000 234 105 245 107

102 90 72 120 140 92 77 1000
1200

230 105 245 107

L

M

K
J

A

C

DE

n
G

Ø-

F

I

H

B

Centrifugal Blowers - Dual Inlet

www.hicoolfans.com 35
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Follow us onVisit us at

Engineering Air-Movement,
Sustainably

Corporate Headquarters

Performance With Purpose

HCE Dynamics Private Limited

Manufacturing Facility

  India.
 Tel: +91 86575 52651

 Email: inquiry@hicoolfans.com 

Gut No. 36/1 & 37, Jadhavwadi, Near Talegaon MIDC, 
Tal-Maval, Dist-Pune - 410 507, 
Maharashtra, India.

Basecamp

HICOOL
TM

Air Moving Products


